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DMX 1 Fixture Position  

    

001 Hazer   

002 Hazer Fan   

003 Front PC Dimmer  

004 Blinder L Dimmer  

005 Blinder R Dimmer  

    

American DJ TriPar Profile+ (5 Channels, R/G/B/UV/Dim) 

    

006-010 LED PAR 1 Front Side L  

011-015 LED PAR 2 Front Side R  

016-020 LED PAR 3 Front Down L  

021-025 LED PAR 4 Front Down R  

    

American DJ TriPar Profile (4 Channels, R/G/B/Dim) 

    

026-029 LED PAR 5 Mid L  

030-033 LED PAR 6  Mid R  

    

Ignition 2bright Pint 150 (6 Channels, Dim/R/G/B/W/Strob) 

    

050-055 LED WASH 1 LLL  

056-061 LED WASH 2 LL  

062-067 LED WASH 3 L  

068-073 LED WASH 4 R  

074-079 LED WASH 5 RR  

080-085 LED WASH 6 RRR  

    

Robe Rob150 LEDBeam (22 Channels, Mode1) 

    

100-121 LED Beam 1 Mid LLL  

122-143 LED Beam 2 Back LL  

144-165 LED Beam 3 Back L  

166-187 LED Beam 4 Back R  

188-209 LED Beam 5 Back RR  

210-231 LED Beam 6 Mid RRR  

    

 


