
 
 
 
 
 

 
 
 

2nd Stage, Capacity ca 200p (tbc) 
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PA 
7 CODA N-APS (2x6.5")  1 Linus 12C (4x3000W) 
4 CODA N-Sub (1x15") 
2 CODA SCP (2x18")  1 Linus 14D (4x3500W) 
  
FoH 
Midas M32  
Multicore analog (24in/4out monitors/2out L+R) 
1 Cat5e 
 
Monitors 
4-Ways from FoH 
4 Monitor CODA Cue four (2x8”) 1 Linus 10C (4x2500W) 
1 Sub CODA G15 (1x15”) 
1 Drumfill Top CODA G715 
 
Mics 
2 Shure SM58 ULX 2 Shure B91 2 Neumann KM184 4 BSS AR133 
2 Shure SM58 BLX 1 Shure B52 2 AKG C214 3 EMO DI stereo 
6 Shure SM58 1 AKG D112 2 AKG 451b 4 EMO DI mono 
3 Shure Beta58 1 Audix D6 1 Shure SM81 2 DI100 
6 Shure SM57 2 Sennheiser MD421 2 Sennheiser BF541  
3 Shure Beta57 7 Sennheiser e604 2 Sennheiser BF509   
   
Stands 
4 Boom Stand  2 Small Stand 
1 Straight w/ Round Base 4 Small w/ Round Base 
 
Stage Size 
4.5 meters x 3.3 meters, 0.4 meter high, 2.3 meters clearance 
 
Lights 
Chamsys MagicQ NQ40N 
6 Robe LED Beam150 
6 Ignition 2bright Pint 150 
6 LED Par RGB 
2 Profile 500w 
2 2-Lites Blinder 
 
DJ-System 
Pioneer DJM-900NXS2 
2 Pioneer CDJ-2000NXS2 
2 Pioneer CDJ-2000nexus 
2 Technics Turntables 1210 MK 


