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PA 
2 CODA HOPS12 (2x12”,1.4”) 
2 CODA HOPS8 
2 CODA G715 
2 CODA U4 (2x18”) 
1 Amp Linus 12C (4x3000W) 
1 Amp Linus 10C (4x2500W) 
 
FoH 
Behringer X32 Producer 
Behringer S16 (16/8) + Behringer SD8 (8/8) 
1 Cat5e 
 
Monitors 
4-Ways from FoH 
4 Monitor CODA Cue four (2x8”) 
1 Amp Linus 10-C (4x2500W) 
 
Mics 
2 Shure SM58 ULX 2 Shure B91 2 Neumann KM184 4 BSS AR133 
2 Shure SM58 BLX 1 Shure B52 2 AKG C214 3 EMO DI stereo 
6 Shure SM58 1 AKG D112 2 AKG 451b 4 EMO DI mono 
3 Shure Beta58 1 Audix D6 1 Shure SM81 2 DI100 
6 Shure SM57 2 Sennheiser MD421 2 Sennheiser BF541  
3 Shure Beta57 7 Sennheiser e604 2 Sennheiser BF509   
 
Stands 
4 Boom Stand  2 Small Stand 
1 Straight w/ Round Base 4 Small w/ Round Base 
 
Stage Size 
5 meters x 3.5 meters, 0.3 meter high, 2-2.3 meters clearance 
 
Lights 
6 LED HexPar RGBWA UV (Side/Front) 
6 LED HexPar RGBWA UV 
1 Daylight 
 


